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RY-ES

External Signaling Relay

- INSTALLATION & OPERATION INSTRUCTIONS -

The RY-ES is a relay used to activate an external signaling device when the door station calls in. It can be
used for call extension on the JM, JO, JK, JF, KB, AX, NEM, DB, and IE systems (excluding IE-8MD). The

relay connects to the chime output of the master station in place of the IER-2. The RY-ES relay shares power
with the master station it is connected to.

1 NAMES & FUNCTIONS

Input of relay:
Red: Positive Power

Black: Negative Power
White: Activation wire

Blue: Activation wire RY-ES Output of relay:
2 Orange wires
N/O Dry contact closure
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supplied mounting hardware as
shown in the diagram to the left.
When making wire connections,
be sure not to short any wires
together. Use wire nuts or
another protective material to
isolate the connections.
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3 WIRING DIAGRAMS

JM System
Door JM-4MED
& AT woun[ ]
[A2] [TA2]
2AT] PS-2420UL
vl E [+ ]
3AT] - =]
Vi — |
ZAT]
L] 197 Blue —m
1] S White > :
7 3 red |RY-ES | orange External Device
7] Black > and Power
— -
JO System
JO-1FD JO-1MD
Door Expansion Station Master Station
&7 AT]x E ATl
A2 [A7]8 2E[B2 [AZ13
PS-1820UL
EH— :
i & — Je- i &
o S T A
St | S
— /! —
T | Blue —m
AN White
o1 |RY-ES
A Connect the RY-ES relay to either the JO-1MD master station or Black
the JO-1FD expansion station. Do not connect the same relay to ~—
both stations. External Device <——
and Power
JK & JF Systems
JK-1MD/JK-1MED, JF-2MED
Door
. 5Bl
[A2]15  2[B2]
@ PS-1820UL
E (]
— 1
% EE Blue —mm
3 White e .
z[S] rRed |RY-ES| orange External Device
— Slack . and Power
——

RY-ES Instructions
Pg. 2

Orange

<



3 WIRING DIAGRAMS (cont)
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3 WIRING DIAGRAMS (cont)

NEM System
IMPORTANT:
NA-A NEM-10/C The NEM call tone volume levels (front and back) must be
A 1 set to medium or high in order for the RY-ES to trigger.
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The RY-ES will work with the IE-1GD, IE-2AD, and IE-1AD.
' ~ ~ ' Connections for the IE-1GD and IE-2AD are shown above.
When using the IE-1AD, connect the white/blue wires of the
PT-1211C RY-ES to the white leads of handset.

The RY-ES is NOT compatible with the IE-8MD.

4 SPECIFICATIONS

Power Source: 12-30V DC, 12-16V AC. Power supplied by master.
Current consumption: DC: Standby 10mA. Max 60mA

AC: Standby 15mA. Max 70mA
Contact rating: 125V AC 1.0A

30V DC 1.0A
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